
   

현장을 이해하고,
필요한 솔루션을
연결합니다.

산업안전 · 추락방지 시스템

산업용 소재 · 건축자재

제품 제안부터 공급·시공·설치·교육까지

C O M PA N Y  I N F O R M AT I O N

스냅슛 (SNAPSHOOT)

ADDRESS (15431) 경기도 안산시 단원구 풍전로 37-9

트리플렉스 301동 118호

TEL 0507-1374-9229

FAX 0504-481-6749

E-MAIL bkkim@snapshoot.co.kr

T E C H N I C A L  D O C U M E N T S

인증서 · 데이터시트 · 기술자료
제품의 규격과 성능, 인증 및 적용 조건을 확인하기 위한 자료입니다.

A B O U T  S N A P S H O O T

제품 공급을 넘어, 현장에 맞는 해결책으로

스냅슛은 산업현장의 작업 환경과 요구 조건을 바탕으로

적합한 제품과 시스템을 제안합니다. 현장 실사를 통해 설치 조건을 확인하고,

공급부터 시공·설치 및 사용 교육까지 필요한 과정을 함께합니다.

추락방지 시스템

안전대부착설비 · 수평·수직 라이프라인

레일 시스템 · 리지드 포스트

밀폐공간 진입·구조 솔루션

데빗암 · 삼각대 · 구조용 윈치

윈치 안전블록 · 구조장비

산업안전 보호구

전신형 안전대 · 랜야드 · 안전블록

작업 환경에 맞춘 개인보호구

산업용 소재·건축자재

산업용 테이프 · 접착제 · 기능성 소재

구조용 스크류 · 목조건축 자재

현장 실사 → 솔루션 제안 → 공급·시공·설치 → 사용 교육

홈페이지 바로가기 → 문서 라이브러리 바로가기 →

시공사례 바로가기 → 문의하기 →

본 페이지는 스냅슛의 자료 제공 안내용 표지입니다. 첨부된 인증서 및 기술자료의 발행 주체, 인증 대상과 적용 범위는 해당 원문을 기준으로 확인해 주세요.
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3M™ Double Coated Tape 476
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Product Details

20,1. &=% ) 0"/&",¬
3M™ Double Coated Tape 476 is a synthetic rubber adhesive with polypropylene carrier and 62.5 lb densified kraft
paper liner. It is suitable for medium temperature and solvent resistance. 6.5 mil thick with 3.7 mil liner.
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• High performance splicing in printing applications. Good on films and foils.
• Good adhesion to a wide variety of materials such as HSE high surface energy, LSE low surface energy and metals.
• Good temperature and humidity resistance.
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The following technical information and data should be considered representative or typical only and should not be used
for specification purposes.
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Color Clear
Adhesive Type 760 Rubber
Adhesive Carrier Polypropylene film
Total Tape Thickness 0.16 mm  (6.5 mil)
Liner 62.5# Densified Kraft White Paper Red Printing
Liner Print Remove to Expose Adhesive
Liner Thickness 0.094 mm  (3.7 mil)

9&&0" .& =7#6 :#$.

*Note
3M™ Adhesive 760 is a high tack synthetic rubber
adhesive. It provides excellent quick stick or initial
adhesion.
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Temperature: 23 °C (73 °F)
9&&0" .& =7#6 )&=< &!,1 :#$.
180° Peel Adhesion ASTM D3330 14.1 N/cm  (130 oz/in)  ¹
¹  304 mm/min (12 in/min)

9&&0" .& =7#6 :#$.
Short Term Temperature Resistance 65 °C  (150 °F)  ¹
Long Term Temperature Resistance 49 °C  (120 °F)  ²
¹  Short Term (minutes, hour)
²  Long Term (day, weeks)
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