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3M™ Scotch® Polyethylene Coated Cloth
Tape 390

Product Details

Product Description

Scotch® Polyethylene Coated Cloth Tape 390 has a durable backing with a rubber adhesive used for applications
requiring high strength and moisture resistance.

Product Features

» Conformable and moisture resistant backing.

* High tensile strength for the most demanding applications.

* Good holding power.

* Hand-tearable.

* High tack rubber adhesive bonds well to many surfaces with excellent initial stick.

Technical Information Note

The following technical information and data should be considered representative or typical only and should not be used
for specification purposes.

Typical Physical Properties

Attribute Name Test Method Value

Color Olive Green, Silver
Adhesive Type Rubber

Backing Polyethylene coated cloth
Total Tape Thickness ASTM D3652 0.3 mm (11.7 mil)

Typical Performance Characteristics

Attribute Name Test Method Temperature Value
180° Peel Adhesion ASTM D3330 23 °C (73 °F) 12.5 N/cm (114 oz/in) *
Tensile Strength ASTM D3759 84 N/cm (48 Ib/in)
Elongation at Break ASTM D3759 12 %
Long Term Temperature

. 93 °C (200 °F) 2
Resistance

300 mm/min (12 in/min)
2 Long Term (day, weeks)
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