
   

현장을 이해하고,
필요한 솔루션을
연결합니다.

산업안전 · 추락방지 시스템

산업용 소재 · 건축자재

제품 제안부터 공급·시공·설치·교육까지

C O M PA N Y  I N F O R M AT I O N

스냅슛 (SNAPSHOOT)

ADDRESS (15431) 경기도 안산시 단원구 풍전로 37-9

트리플렉스 301동 118호

TEL 0507-1374-9229

FAX 0504-481-6749

E-MAIL bkkim@snapshoot.co.kr

T E C H N I C A L  D O C U M E N T S

인증서 · 데이터시트 · 기술자료
제품의 규격과 성능, 인증 및 적용 조건을 확인하기 위한 자료입니다.

A B O U T  S N A P S H O O T

제품 공급을 넘어, 현장에 맞는 해결책으로

스냅슛은 산업현장의 작업 환경과 요구 조건을 바탕으로

적합한 제품과 시스템을 제안합니다. 현장 실사를 통해 설치 조건을 확인하고,

공급부터 시공·설치 및 사용 교육까지 필요한 과정을 함께합니다.

추락방지 시스템

안전대부착설비 · 수평·수직 라이프라인

레일 시스템 · 리지드 포스트

밀폐공간 진입·구조 솔루션

데빗암 · 삼각대 · 구조용 윈치

윈치 안전블록 · 구조장비

산업안전 보호구

전신형 안전대 · 랜야드 · 안전블록

작업 환경에 맞춘 개인보호구

산업용 소재·건축자재

산업용 테이프 · 접착제 · 기능성 소재

구조용 스크류 · 목조건축 자재

현장 실사 → 솔루션 제안 → 공급·시공·설치 → 사용 교육

홈페이지 바로가기 → 문서 라이브러리 바로가기 →

시공사례 바로가기 → 문의하기 →

본 페이지는 스냅슛의 자료 제공 안내용 표지입니다. 첨부된 인증서 및 기술자료의 발행 주체, 인증 대상과 적용 범위는 해당 원문을 기준으로 확인해 주세요.
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Technical Data Sheet
3M™ VHB™ Structural Glazing Tape B23F

English-US
Last Revision Date:  August, 2024

Supersedes:  June, 2024

Product Details Regulatory Info/SDS

Product Description
Finite Element Analysis (FEA)data is available for this product at: 3m.com/FEA

3M™ VHB™ Structural Glazing Tapes are fully-cured, durable, high performance double-sided pressure sensitive acrylic
foam tapes. They are used for attaching glass and other infill panels to metal frames in curtain wall systems, commercial
windows and doors, skylight and canopy systems replacing commonly used mechanical fasteners, gaskets or structural
silicone sealants. Application performance history since 1990 and 3rd party test results demonstrate the outstanding
durability, UV resistance and temperature performance of 3M™ VHB™ Tape acrylic foam chemistry.

Product Features
• Fast and easy-to-use permanent bonding method provides high strength and long-term durability • Virtually invisible
fastening keeps surfaces smooth • Used as an alternative to structural silicone and spacer tapes/gaskets • Black
multi-purpose adhesive and conformable acrylic foam core offers a balance of strength and conformability • Creates a
permanent seal against water, moisture and more • Pressure sensitive adhesive bonds on contact to provide immediate
handling strength • Also available in gray with 3M™ VHB™ Structural Glazing Tape G23F • UL GREENGUARD and UL
GREENGUARD Gold Certified, contributing to LEED Credit

Technical Information Note
The following technical information and data should be considered representative or typical only and should not be used
for specification purposes.

Typical Physical Properties

Attribute Name Test Method Value
Color Black
Adhesive Type Multi-Purpose Acrylic
Foam Type Conformable Acrylic Foam
Density ASTM D3574 720 kg/m³  (45 lb/ft³)  ¹
Total Tape Thickness ASTM D3652 2.3 mm  (90 mil)  (0.090 in)
Thickness Tolerance ±10 %
¹  Foam with adhesive

Attribute Name Value
Liner PE Film
Liner Thickness 0.13 mm  (5 mil)  (0.005 in)
Primary Liner Color Red (printed)
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